






Use of battery pack
Before installing the battery pack, check the battery pack's power. Press the power display button on 
the battery pack, and the power indicator will light up (as shown in Figure 7).
Power indicator light expresses meaning:

If more than one LED is on, users can arrange whether they need to charge according to their actual 
situation. If all LEDs are off, they must be fully charged before use.
        Note: To prolong the service life of the battery pack, please fully charge the battery pack before 
placing it. If you don't use the machine for a long time, it is recommended to charge it every 6 months.

      After confirming the electric quantity of the battery pack, align the card slot of the battery pack with 
the card rib of the machine and insert it into the battery compartment of the machine (as shown in 
Figure 8). After the correct insertion, the battery is locked on the machine and cannot be pulled out 
directly, and the battery pack is installed.

Battery pack charging
1. Push down the battery pack button, take out the battery pack from the machine (as shown in Figure 
9), align the battery pack slot with the charger rib, and insert the charger for charging (as shown in 
Figure 10).

Charger indicator light expresses meaning:
1. Connect the main power supply, and the green power supply indicator on the right flashes.
2. The battery pack is connected to the charger, and the red power indicator on the left is always on.
3. After the charging operation is completed, the green power indicator on the right is always on.
4. The battery pack is short-circuited/the temperature is abnormal, and the red power indicator light on 
the left is flashing.

figure 8

figure 9 figure 10

figure 7

All four LED lights are on:
The battery is fully charged.

Two LED lights are on:
Less than 50% of the battery pack is left.

An LED light is on:
The battery pack has 25% remaining power, which needs to be recharged immediately.

Three LED lights are on:
75% of the battery pack remains.



figure 11

Check the automatic oil supply system
     Check the proper automatic oil supply function, point the end of the guide plate of the working 
machine towards the cardboard or paper on the ground, then start the machine with no load and 
visually check whether there is an obvious "oil line" on the cardboard, and the "oil line" changes obvi-
ously with the movement of the chain saw. For chain saws with oil quantity adjustment function, with 
the adjustment of oil quantity, the thickness of "oil line" should also change obviously, and the change 
of oil quantity is consistent with the direction of oil quantity adjustment mark. If the oil on the card-
board is obvious, the oil supply system of the machine is normal. If there is no oil mark, please contact 
the maintenance point.

Start and stop of tools
1. Install the battery pack;
2. Check whether the protective plate is in braking state. If the protective plate is in braking state, it 
needs to be pulled back before the machine can be started. If there is no braking device, please ignore 
it;
3. Pull down the trigger lock button and hold the switch trigger tightly at the same time, and the tool 
will be electrified and start running;
4. Release the trigger lock button and the tool will continue to rotate; Release the switch trigger, the 
trigger lock button will automatically reset, and the tool will stop running when it is powered off.
     Note: if you first hold the switch trigger to open the machine, and then pull back the protective 
plate, the machine will not start; The machine will not start until the trigger lock button and the switch 
trigger are pressed at the same time when the protective plate is in the return position.
5, the machine has overload protection function, in the process of cutting will be due to excessive force 
or encounter hard objects, resulting in sudden stop phenomenon, this time only need to
Just pull the switch trigger and trigger lock again to start the machine.
6. When the battery is exhausted and needs to be charged (as shown in Figure 9), press the button of 
battery pack downward, so that the battery will be loosened from the battery compartment and taken 
out for charging.

How To Cut, Prune And Cross-cut.
     In order to ensure the safety of users and people around them, it should be carefully confirmed 
whether the workplace meets the safety terms of chain saw mentioned in this manual before operation.
     Before operation, carefully check the positioning of the power cord to ensure that the power cord will 
not be hooked or damaged by branches and the like during operation.
     In order to ensure the safety of use, first-time users should at least practice sawing logs and cutting 
trees on the sawing frame or support.
     When two or more people perform pruning and tree cutting operations at the same time, the tree 
cutting operator should be at least 2 times the height of the cut tree from the pruning operator. The fall 
of the tree should not threaten anyone, hit any facility cable or cause any financial loss. If the tree does 
touch the facility cable, it should immediately notify the relevant company.

      It is necessary to plan and define the escape path before starting sawing, and the escape path 
should extend backward and obliquely face the end of the expected falling route (as shown in Figure 
11). Before logging, consider the natural inclination, approximate position and wind direction of the 
tree to judge how the tree will fall.



V-notch for cutting down cut
     Vertical to the tree falling direction (as shown in Figure 12), make a notch with a diameter of 1/3 of 
the tree diameter. First, cut the V-shaped lower notch of the inverted incision. This will help to avoid 
clamping the saw chain or guide plate when opening the second notch.

Open back notch
     Open a back notch at least 50mm above the V-shaped lower notch of the undercut (as shown in 
Figure 12), so that the back notch is parallel to the V-shaped lower notch of the undercut. When sawing 
the back notch, leave enough wood to play the role of hinge, and the hinge will make the tree fall 
backwards without traditional twisting, so don't cut off the hinge hub;
     When the saw comes close to the hinge, the tree should start to fall. If the tree doesn't fall down in 
the required direction, or it leans backward and clamps the saw chain, it should stop sawing before the 
back notch is sawed, and use a wooden, plastic or aluminum wedge to open the back notch and let the 
tree fall down along the required path;
     When the tree begins to fall, take the chain saw away from the incision, stop the motor, put down the 
chain saw, and then evacuate according to the planned route, with branches falling over the police 
head and watch your step.

Clearance Of The Lower Branches
     Beating branches means removing branches from fallen trees. When beating branches, some large 
lower branches are left to support logs on the ground, and one is removed at a time.
     For small branches (as shown in Figure 13), the taut branches should be sawed from the bottom up 
to avoid clamping the chain saw.

Minimize Recoil
When the chainsaw comes into contact with an object or when wood clamps the chainsaw during 
cutting, recoil may occur. Contact at the top of the guide rod will cause the chain to enter the object and 
immediately stop the chain, resulting in a lightning like reverse reaction that will guide the rod upwards
and backwards towards the operator. If the chain saw is squeezed along the top of the guide rod, the 
guide rod can quickly turn back towards the operator. These reactions can all lead to the chain saw
losing control, which can result in serious injuries. Do not rely solely on the safety devices installed in  
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figure 13



 the chain saw.

As a chain saw user, you should take the following steps to protect your cutting work from accidents or 
injuries.
1.Before starting this machine, please ensure that the chainsaw does not come into contact with any 
objects;
2. When the machine is running, please be sure to hold the fixed rod with both hands and firmly grasp 
it. Place one hand on the rod and the other hand on the handle, and wrap your fingers around the rod 
and handle. The secure handle combined with the handle will help you maintain control of the machine 
and prevent recoil;
3. Ensure that there are no obstacles in the area you are cutting;
4. Do not allow the recoil danger area of the guide rod to encounter wood, branches, fences, or other 
obstacles that may collide with the operation of the chainsaw;
5. Always use equipment running at full speed for cutting, fully press and hold the switch trigger, and 
maintain a stable cutting speed;
6. Wear protective gloves for maximum grip and protection.
Daily maintenance
      Attention: When performing maintenance on the tool, it is necessary to turn off the tool and discon-
nect the main power supply.
The following suggestions can help increase the safety of using this machine and also extend its service 
life.
Confirm if the plugs and power cords of the battery pack and charger are damaged.
Do not cover the motor exhaust window of the tool with other foreign objects.
If you find that the power of the machine has significantly decreased, please contact the supplier or 
repair point.
Confirm that there is sufficient lubricating oil in the oil tank before use.
Please check if the oil is flowing smoothly before use.
Confirm whether the brake system can operate effectively before each use.
After use, keep the machine clean and install the guide plate cover before storage.
       Attention: It is strictly prohibited for the motor to be invaded by water to avoid serious damage to 
the tool.

Enclosure
oil pot                                1
guide bar cover               1
wrench                              1
manual                              1

Trouble shooting
       Most faults are easily solvable, please refer to the troubleshooting table. If you continue to encoun-
ter problems or require repairs or minor malfunctions, please call for assistance.

       Warning: Be sure to disconnect the battery pack before making any adjustment, maintenance or 
repair.



 

�����

���������
�������������� ��������������

��
�� ���
���	�������
��������
��������

���
���

��
���
�
��

���
�����������������	�����
�
��

���
���	���������
��
���������
������	����

�
������
���������������������������
����
������

���
�����������������	�����
�
���
���
�����
����������������������
�	�������������
��
�

���
�����������

�����������������������

��
����
�

����
�
���������������

��������
��
���������
������	
����
�
��������
����
�

��
������������

��
��������

����

���
���	������
�������

���
���������
�
���
��	���������
���	�����
�
���������	�������

����
�
��
��������
���
��

�����
����
���
���
�

�����������
�������

�����������
�

�
�����

������
���

���������������� ��������




